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shall be connected to the regulator and 
appliance and the entire system sub-
jected to a leak test as required by 
§ 58.16–30(j). 

(b) Periodic. Leak tests as required by 
§ 58.16–30(j) shall be conducted at least 
once each month and at each regular 
annual or biennial inspection. The 
tests required at monthly intervals 
shall be conducted by a credentialed of-
ficer of the vessel or qualified per-
sonnel acceptable to the Officer in 
Charge, Marine Inspection. The owner, 
master, or person in charge of the ves-
sel shall keep records of such tests 
showing the dates when performed and 
the name(s) of the person(s) and/or 
company conducting the tests. Such 
records shall be made available to the 
marine inspector upon request and 
shall be kept for the period of validity 
of the vessel’s current certificate of in-
spection. Where practicable, these 
records should be kept in or with the 
vessel’s logbook. 

[CGFR 68–82, 33 FR 18878, Dec. 18, 1968, as 
amended by USCG 2006–24371, 74 FR 11265, 
Mar. 16, 2009] 

§ 58.16–20 Ventilation of compartments 
containing gas-consuming appli-
ances. 

(a) Compartments containing gas- 
consuming appliances which are lo-
cated above the weather deck shall be 
fitted with at least two natural venti-
lator ducts led from the atmosphere 
with one extending to the floor level 
and the other extending to the over-
head of the compartment. Powered 
ventilation may be used provided the 
motor is outside the compartment. 

(b) Compartments in which gas-con-
suming appliances are located entirely 
below the weather deck shall be pro-
vided with powered ventilation of suffi-
cient capacity to effect a change of air 
at least once every 6 minutes. The 
motor for the powered ventilation shall 
be located outside the compartment. 

§ 58.16–25 Odorization. 
(a) All liquefied petroleum gases 

shall be effectively odorized by an 
agent of such character as to indicate 
positively by a distinctive odor, the 
presence of gas down to concentration 
in air of not over one-fifth the lower 
limit of combustibility. 

§ 58.16–30 Operating instructions. 
(a) Before opening a cylinder valve, 

the outlet of the cylinder shall be con-
nected tightly to system; and in the 
case where only a single cylinder is 
used in the system, all appliance valves 
and pilots shall be shut off before the 
cylinder valve is opened. 

(b) Before opening cylinder valve 
after connecting it to system, the cyl-
inder shall be securely fastened in 
place. 

(c) When cylinders are not in use 
their outlet valves shall be kept closed. 

(d) Cylinders when exhausted shall 
have their outlet valves closed. 

(e) Nothing shall be stored in the 
metal enclosure except liquefied petro-
leum gas cylinders and permanently 
fastened parts of the system. 

(f) Valve protecting caps, if provided, 
shall be firmly fixed in place on all cyl-
inders not attached to the system. 
Caps for cylinders in use may remain 
in the cylinder enclosure if rigidly fas-
tened thereto. 

(g) The opening to the cylinder enclo-
sure shall be closed at all times except 
when access is required to change cyl-
inders or maintain equipment. 

(h) Close master valve whenever gas- 
consuming appliance is not in use. 

(i) No smoking is permitted in the vi-
cinity of the cylinder enclosure when 
access to enclosure is open. 

(j) Test system for leakage in accord-
ance with the following procedure: 
With appliance valve closed, the mas-
ter shutoff valve on the appliance open, 
and with one cylinder valve open, note 
pressure in the gage. Close cylinder 
valve. The pressure should remain con-
stant for at least 10 minutes. If the 
pressure drops, locate leakage by appli-
cation of liquid detergent or soapy 
water solution at all connections. 
Never use flame to check for leaks. Re-
peat test for each cylinder in a multi-
cylinder system. 

(k) Report any presence of gas odor 
to 
llllllllllllllllllllllll
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§ 58.16–35 Markings. 
(a) The outside of the cylinder enclo-

sure housing liquefied petroleum gas 
cylinders, valves and regulators shall 
be marked as follows: 
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